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Data Sheet Rhe

Mica - frame - heaters
Type RHE  - stainless steel

· Heating of tools and moulds on injection moulding
machines or similar applications up to 350°C.

· Stainless steel plate to press on.

· Short time for heating up.

· Short time for mounting (no loose nuts)

Technical data standard

voltage : 230 V or to customer

wattage : to  3,5 W/cm²

temp. max.. : 350°C

width : to customer

height : to customer

connection position : to customer

connection : to customer

options

• with cut -outs and ho les

• hole with brid ge for ther mo cou ple

• po wer con nec ti on with plug so cket
or ter mi nal box ( with or wit hout ca ble)

Other customer preferences are possible
Subject to modifications!
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Data Sheet Krh

Ceramic - Frame - HeatersTyp Krh

· Heating of extrusion on injection moulding machines,
tools and similar applications up to 450°C.

Technical Data 

voltage : 230 V or to customer

wattage : to  7,5 W/cm²

temp. max.. : 450°C

length : to customer

width : to customer

height : to customer

connection position : to customer

connecting bracket : to customer

thermal insulation : 2 mm isoplaninsulation

options

• with cut -outs and ho les

• hole with brid ge for ther mo cou ple

• re flec tor co ver

• po wer con nec ti on with plug so cket
or ter mi nal box ( with or wit hout ca ble)

Other customer preferences are possible
Subject to modifications!
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Data Sheet Bhp

Mica - Flat - Heaters 
Typ BHP - stainless steel

· Heating of tools and moulds on injection
mouldingmachines or similar applications up to 350°C.

· Stainless steel plate to press on.

· Short time for heating up.

Technical Data 

voltage : 230 V or to customer

wattage : to  3,5 W/cm²

temp. max.. : 350°C

width : to customer

height : to customer

connection position : to customer

options

• with drill ho les and notches

• hole with hol der for ther mo cou ple

• ot her forms to customer

• po wer con nec ti on with plug so cket 
or ter mi nal box ( with or wit hout ca ble)

Other customer preferences are possible
Subject to modifications!
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